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CORDFLON
The next generation PTFE thread sealant

100% PTFE Monofilament
75 metres



Cordflon composition and 
main features
- 100% PTFE monofilament: PTFE is the seal and does not require the presence of     
  additives to function as a seal.

Due to the 100% PTFE composition, Cordflon has many important features: 
- Resistant to aggressive chemicals, solvents, fuels, acids, oxidation,  
  embrittlement, fungal and bacterial growth, enzymatic or microbiological attack 
- Functionally stable within temperature range of -200°C/240°C 
- Non-flammable and it does not burn  
- Completely inert while remaining soft and pliable through its life 
- Cordflon has an unlimited shelf-life and does not lose any of its characteristics over  
  time.

2 R E S I TA P E . C O M 3



 
Cordflon main application 
advantages compared to 
conventional thread sealing 
tapes 
 
- Better performance than all low-density tapes from 0,075 mm to 0,100 mm thick 
  due its dynamic nature and unique mechanical characteristics 
- Easier and quicker to install than other sealants 
- Long length: 75 m of sealant compared to the 10-12 m of conventional thread         
  sealing tapes 
- Low-cost sealing solution for creating a secure and functional long-term seal 
- Unique packaging protects from dust and dirt to guarantee higher productivity than 
  tapes.

Cordflon meets British Standard BS776:2006  - Specification for unsintered PTFE 
tapes for general use and to the highest level – grade “H”.  It also meets the 
requirements of the Water Regulation Advisory Scheme (WRAS) for use with potable 
and hot water – approval no. 1704579.
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Guidelines for installation 
 
- Suitable for all non-critical applications for pipe sizes up to 2” 
- Install directly from the hand-held dispenser with its unique 360° proprietary cutter 
- Wrap over 1 to 2 cm of the end of the thread pipe, with many overlaps over the 
  threads.
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